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PHBN170018 Series

Product Features

· Equipped with PHILIPS light source, CRI > 80/90, has high luminous efficiency, stable  
  performance and high consistency of light and color

· 

· Hotel guest room· Entrance hall

· Modular design with varied front part options
· Excellent anti-glare control, widely used in hospitality spaces

Lightingmaker.com/indoor/downlight/PHBN170024-DW
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Prouduct item

Housing color

Power supply

Lumen LED(lm)

System efficacy(lm/w)

CCT

CRI

SDCM

Beam angle(°）

Material

PHBN160018-1 

Recessed

White

220-240VAC/50-60Hz

8

>80

2700K,3000K,3500K,4000K,5000K

80, 90

<=3 step

30,000hrs

 IP20

Aluminum

F

 800

15, 24, 36

/-2 /-3 

88

 800  800

/-4

8

 800

Fixed

Cut-out(mm) φ75mm φ75mm

Product picture

PHBN170018-1 PHBN170018-2

φ75mm φ75mm

Fixed 25° 25°

PHBN170018-3 PHBN170018-4
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Photometric Data

PHBN160002-3

PHBN160002-4

PHBN160002-1

PHBN160002-2

Order info

150mA

200mA

Driver output

15,24,36

15,24,36

Beam angle

600

  800

  Lumen LED(lm)

4000k/5000k

CCT

Certaflux

Certaflux

COB

2700k/3000k/3500k

4000k/5000k
2700k/3000k/3500k

PHBN160002-3 500mA 15,24,36   1200Certaflux
4000k/5000k
2700k/3000k/3500k

15°

12°

PHBN160002-4 500mA 15,24,36   1200Certaflux
4000k/5000k
2700k/3000k/3500k


